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2. GYPSUM WALL BOARD SHALL BE TYPE "X" FIRE RATED AT FIRE RATED PARTITIONS " s
3. MOISTURE RESISTANT GYPSUM WALL BOARD SHALL BE USED AT ALL PARTITIONS \ TOP OF FILL SLAB
SCHEDULED TO RECEIVE CERAMIC TILE.
SCHED DOOR
4. REFERTO FINISH SCHEDULE FOR WALL, FLOOR, BASE AND CEILING FINISHES.
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APPROVED BY THE LOCAL CODE COMPLIANCE DEPARTMENT, ] ] o o )
6. LIMITING HEIGHTS FOR GYPSUM WALL BOARD PARTITIONS ARE BASED ON A P4 358 25 16 14-4 4’718 3" |nonrated) STC-50 UL-U419
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LATERAL LOAD OF 5 PSF AND A DEFLECTION CRITERIA OF L/240 FOR PRODUCTS OF THE
NATIONAL GYPSUM COMPANY. CONTRACTOR SHALL VERIFY THAT APPROVED PRODUCTS
FROM OTHER MANUFACTURERS MEET L/240 DEFLECTION CRITERIA. IF REQUIRED TO
MEET CRITERIA, STUD GAGE AND/OR SPACING SHALL BE DECREASED, OR BRACING
SHALL BE ADDED ABOVE THE CEILING.
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7. AT PARTITIONS SCHEDULED TO RECEIVE CERAMIC TILE FINISH, CONTRACTOR I
SHALL PROVIDE ASSEMBLIES MEETING L/360 DEFLECTION CRITERIA. J 1 H M Door J am b Partlon Type
8. PARTITION TYPES ARE CONTINUOUS AROUND CORNERS AND ACROSS DOOR AND

WINDOW OPENINGS, UNLESS NOTED OTHERWISE. SCALE: 3" =1'-0" SCALE: 3" = 1'-0"
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